THE EFFECT OF MECHANICAL ALLOYING ON INDENTATION PROPERTIES OF MoSi2-SiC SYSTEM
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Using the depth sensing indentation technique (DSI): (i) the data of indentation modulus EIT and indentation hardness HIT; (ii) effect of the introduced vol.% of SiC particles on both EIT and HIT value; (iii) homogeneity of properties, were experimentally investigated on MoSi2-SiC mechanically alloyed system, taking the testing conditions into consideration. SiC particles in amount of 0; 5; 10 and 15 vol.% were introduced into the MoSi2 matrix. 

Conclusion: The measured data EIT = 320 – 420 GPa and HIT = 12 – 23 GPa depend on both vol.% of particles and indentation force used. With increasing vol.% of particles increase both EIT and HIT; however, the significant influence was observed in the range of 0 – 10 vol.%. The increase of HIT data is more expressive (30 – 100 %) than that of EIT data (approx. 20%). The indentation size effect (ISE) affects both EIT and HIT data for the indentation loads up to 300 mN. 
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Metódou inštrumentovanej tvrdosti (DSI – depth sensing indentation) boli u kompozitu MoSi2-SiC experimentálne stanovené: (i) indentačný modul pružnosti EIT a indentačná tvrdosť HIT; (ii) vplyv objemu pridávaných častíc SiC na EIT a HIT; (iii) homogenita vlastností; v závislosti od podmienok skúšky. Bol analyzovaný kompozit s 0; 5; 10; 15% objemového podielu častíc SiC. Bolo zistené, že:  

Hodnoty jednotlivých vlastností sú: EIT = 320 – 420 GPa; HIT = 12 – 23 GPa v závislosti od obj. % častíc a od použitej indentačnej sily. Vplyv dopovania časticami je významný v rozsahu 0 -10 % obj., s rastúcim objemom pridávaných častíc SiC rastú aj hodnoty EIT a HIT. Nárast HIT je výraznejší (30 – 100 %) ako nárast EIT (cca 20%). ISE (indentation size effect) funguje pre EIT aj pre HIT v rozsahu 0 – 300 mN zaťažujúcej indentačnej sily.
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